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COBORN EXPANDING NOSE SYSTEM

A)  If a skive plate has an oversize bore, then on a parallel nose, the plate can take a   
 random position, (until the plate touches, one side of the bore to the nose). The   
 resulting unbalance and vibration, of a 10kg skive,  being ‘o� axis’, can be of serious   
 proportions. This can stop you achieving the quality of polish, that you will no doubt   
 be seeking.

B)  Problems can also be experienced, when customers are mounting and dismounting   
 skive plates, where there is a tight �t on the spindle nose. Once the skive plate has   
 tipped to one side, it is di�cult to remove without force. Excess force has resulted in   
 damage to the bearings.

To provide a solution to the above two points we have introduced the Coborn Expanding 
Nose System, as an alternative �tment to the standard skive nose. This is a bronze ring split 
collet style, and located on a thread and taper. When lightly tightened by means of the pin 
spanner supplied, the bronze ring (which is approximately 0.015mm under nominal diameter) 
moves up the taper and expands to match the skive bore, thereby ensuring a snug �t on the 
bore of the skive plate.

Not only is this useful where bores of skive plates are tight, but the fact that it is undersize to 
start with makes the plates easy to mount, and were bores are slightly over-size it will expand 
to match, thereby pulling the plates onto their true axis.

The expanding nose can be supplied in either 50mm or 2” diameter.
This system replaces the standard integral nose register, once the plate is located it is secured 
by the engraved front cap and cap head screw


